
The machine is designed for cleaning, degreasing, chemical treatment of the outer layer and blowing of small
components. The parts are arranged in trays with dimensions 600 x 400 x 70-150 mm.

Two washing zones – pre-washing zone and zone for mainly washing. A�er each washing zone there is zone for
blowing. The pre-washing zone has an external band filter, which is with the possibility of processing a high
volume of washing solution and captures par�cles of a size greater than 350 μm. The band filter cleaning the
washing solution of oil and hard dirt. The mainly washing zone has a column bag filter, which captures par�cles
of a size greater than 50 μ m. Both filters have monitoring systems for the degree of soiling and incase of
clogging the machine stops. Automa�c dosing of the cleaning agent.

Machine corpus made en�rely out of stainless steel, material No. 1.4301.

The machine complies with the high CE-Requirements and EU- and USDA regula�ons.

LCT Pass-through Machine for washing
and blowing of small components
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Technical Data

Power supply: 400V

Frequency: 50 Hz

Control voltage: 24 V DC

Power consump�on: 120 kW

Ambient temperature:min. 12°С - max. 30°C

Hea�ng zone 1: 5 х 12 kW

Hea�ng zone 2: 4 х 10 kW

Water connec�on: R 1"

Water drain: R 1 1/4"

Tank volume 1: 1000 l

Tank volume 2: 800 l

Capacity: 30 trays/hour

Machine dimensions: 10555 x 3190 x 2990 mm


